PIN DESCRIPTION
PIN SYMBOL
1 Vee
2 vee
3 VSS
4 VSS
5 INO—
6 INO+
165.0£0.3(LCM 0.D ! s
156.3£0.3(BEZEL OPENING 7.15) 52409 e
152.4(LCD AA 86) = o osesn 133.35£1.0 e T e
84.8 5o ~=i~—1(PCB) -(19.35 13141.0 = § o
14 CLK-
i
| —[ DF19G-20P-1H L ClK
RlG|B 16 VsS
‘ 0 = 1] K 17 NC
! = I 20 1 8 NC
7,0”‘ TFT © L CN2 2 19 VSS
' & o L H 20 VSS
800*R4B*480 = 3 | :
@ :(( % §/ J: JLLCT T Al T
***************************** $E2 B
VIEWING PRECTION -89 T L
| 52 N L]
| 3 ||
! i
~———60.0+0.5— ‘ =
‘ RED LINE | I
T [ —————— || L _g-.g
WHITE LINE 7
BHSR*DZVS*O‘Wy ‘
=—| = = =7 [ =3
A
9 Y yrrrrry
2 0.1905 A S AN AN S SN S S SN SN AN
T F A SN AN AN S SN S S SN SN AN
R|G|B
NOTES: PIXEL DETAIL BACKLIGHT CIRCUIT DIAGRAM
1. DISPLAY TYPE: TFT, TRANSMISSIVE, NORMALLY WHITE
2. OPERATING VOLTAGE: VCC=3.3V (TYP.)
3. VIEWING DIRECTION: 12 O’CLOCK
4. DRIVER IC: HX8262 + HXB67/8
5. OPERATING TEMP.. —=20°C ~ 70°C
6. STORAGE TEMP.. =30°C ~ 80°C
7. LED BACKLIGHT: 30—CHIP WHITE LED, IF=225mA, VF=9.2V
8. LED P/N: 01.JT.CB320ZB-B
9. SURFACE LUMINANCE: 900CD/M™2 (TYP.) @ -
10. TOP POLARIZER SURFACE TREATMENT: ANTI-GLARE MULT}[ INNO TECHNOLOGY CO’ LTD
11. BEZEL MATERIAL: STAINLESS STEEL .
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