PIN DESCRIPTION

FOR CN1
PIN | _SYMBOL

1 GND

2 NC/BIST
3 vece

4 vce

5 GND

6 GND

7 NC

8 NC

9 GND

10 ORXINO—
11| ORXINO+
12 ORXINT—
13 | ORXINT+
14| ORXIN2—
15 | ORXIN2+
76 | ORXCLKIN=
17 | ORXCLKIN+
78 | ORXIN3—
19 | ORXIN3+
20 | ERXINO-—
21 | ERXINO+
22 | ERXINT—
23 ERXIN1+
24 | ERXIN2—

25 ERXIN2 +

26 | ERXCLKIN—

27 | ERXCLKIN+

28 ERXIN3—

29 ERXIN3+
30 GND
31 FAULT
32 RESET
33 STBYB
34 NC
35 NC
36 NC
37 NC
38 GND
39 GND
40 NC
41 LEDA
42 LEDA
43 LEDA
44 NC
45 LEDK
48 LEDK
47 LEDK
48 LEDK
49 NTC_A
50 NTC_K

NOTES:

1. DISPLAY TYPE: TFT, TRANSMISSIVE, NORMALLY BLACK

2. OPERATING VOLTAGE: VCC=3.3V (TYP.)

3. VIEWING DIRECTION: FULL VIEWING ANGLE

4. DRVER IC: -

5. OPERATING TEMP.. —30°C ~ 85C

6. STORAGE TEMP.. —40C ~ 90°C

7. LED BACKLIGHT: SINGLE LED (SIDE-LIGHT TYPE), IL=380mA, VF=38.4V(TYP))

8. SURFACE LUMINANCE: 700CD/M"2 (TYP.)

9. TOP POLARIZER SURFACE TREATMENT: GLARE MULTI-INNO TECHNOLOGY CO., LTD.

10. CNT: AORORA F31L-1A7H1-21050 OR BJD 101049-205050(50PIN)

11, GENERAL TOLERANCE: £0.50MM DRAWN BY: | CAROL ~ 2022.08.04| -@—=3} |MODULE P/N:

12. ROHS COMPLIANT CHECKED BY: SCALE : 1/1 MI1280AT-1
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