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Notes:

1. Color: White
2. Driver IC: KS0066 equivalent
3. Interface: 4-/8-bit 68XX/80XX Parallel, SPI, I2C
4. General Tolerance: ±0.30
5. The total thickness (2.10 Max) is without polarizer protective film & remove tape.
    The actual assembled total thickness with above materials should be 2.35 Max.

Active Area 2.36"
16 x 1 Character

Protective Tape
9.8x15x0.05mm

1 35

VD
D2

Detail "A"
Scale (2:1)

13.75±0.3

P0.62x(35-1)=21.08±0.05

20.68±0.1 

22.54±0.2

1.8±0.3
3.6±0.2

(10)

0.9
0.1±0.03

W=0.35±0.03

2-�0.8±0.1
10±0.3

2-R0.5

(7)

(15)

31.54
32.54±0.2

Contact Side3M Double Side Tape
t=0.05mm

0.1

Common 1,2
( Row 1 )

Common 15,16
( Row 8 )

2±0.1

Polarizer
t=0.2mm

Remove Tape
t=0.15mm Max

Glue

Contact Side

0.55
0.63

3.07
3.77

0.75
0.83

6.56

Segment 2
( Column 2 )

Segment 80
( Column 80 )

Segment 79
( Column 79 )

Segment 1
( Column 1 )


